MIL-H-11190/1.
17 July 1970

MILITARY SPECIFICATION SHEET

HEADSET, ELECTRICAL
AND
HEADSET-MICROPHONES
HEADSET-MICROPHONE TYPE H 62( )/U

The complete requirements for procunng the headset described heremn shall
consist of this document and the latest 1ssue of Specification MIL-H-11190

This spectfication 15 mandatory for use by all
Departments and Agencies of the Department of
Defense
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(SEE FIGURE 4)
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(SEE FIGURE 5)
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FIGURE 1. H-62( )/U Assembly.

FSC 5965
Page 1 of 7



MIL-H-11180/1

2y
+

1

ﬁr
£

MICROPHONE
BOOM SUPPORT
(SEE FIGURE 3)

O

AW 40 INYN

H IOHOUNH 1150v)

31}
SSvAMd $EOCTON BICTO

o TSR
(CR

FIGURE 2. Headset Assembly with Microphone Boom Support.
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NOTE:

Material molding plastic, polyamid, rigid, in accordance with
MIL-M~-20693

Figure 3. Microphone boom support
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FIGURE 4.

PASS STAPLE THRL
HOLE TO SECLRE CABLE
AND TWIST ENDS TOGETHER

Microphone Arm Assembly.

~ MICROPHONE CORD
SEE FIGLRE )
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Figure 5. Microphone cord
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Figure 6. H-62 () / U wiring diagram
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REQUIREMENTS:

Design and construction: See figures 1 through 6.

Custodians: Preparing activity
Army ~ EL Army - EL
Navy - EC
Air Force - 17 Agent:
DSA - ES
Review activities
Army - EL (Project 5965-0101-1)
Navy - EC
Air Force - 17, 70
DSA - ES



